NDS, INC.
851 NORTH HARVARD AVE.
LINDSAY, CA 93247
TOLL FREE: 1-800-726-1994
PHONE: (559) 562-9888
FAX: (559) 562-4488
www.ndspro.com

NDS 12" PRO SERIES
CHANNEL DRAIN GRATE
W/ U.V. INHIBITOR.
RECESS CHANNEL 1/8" FROM
TOP OF CONCRETE.
EXPANSION JOINT

SECTION

16" MIN.
4" MIN.
SLOPE

NDS 12" PRO SERIES
CHANNEL DRAIN
CONCRETE MIN. 4"
DEPTH.

FULL DEPTH CONCRETE
AT BODY OF CHANNEL

COMPACTED SOIL

#3 REBAR x 12" LONG. TO SECURE
LATERAL CHANNEL MOVEMENT @
BRICK LOCATIONS.

COMPACTED SOIL
DRILL FLANGE AND WIRE TIE REBAR TO
CHANNEL.

NOTES:
1. CHANNEL TO BE INSTALLED WITH GRATE. GRATE TO BE PROTECTED WITH CONCRETE POUR.
2. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
3. DO NOT SCALE DRAWING.
4. THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN
   PROFESSIONALS FOR PLANNING PURPOSES ONLY.
5. ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED
   BY THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.

PRO SERIES CHANNEL DRAIN SYSTEM
12" PRO SERIES INSTALLATION DETAIL - PEDESTRIAN TRAFFIC INSTALLATION
- REBAR TIE DOWN - 4" CONCRETE ABUTMENT

REVISION DATE 3-5-2015