# TECHNICAL SPECIFICATION

## CPVC THREE-WAY DIVERTER VALVE

RATED @125 PSI STATIC PRESSURE @ 160°F  
MOLDED IN THE USA  
MADE OF CPVC  
EPDM O-RING & SEAL  
PARTS ARE TAN COLOR

IPS SLIP X IPS SLIP CONNECTION

IPS—IRON PIPE SIZE  
(SAME AS SCH. 40 PIPE)

---

![Diagram of CPVC three-way diverter valve](image)

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>A (INCHES)</th>
<th>B (INCHES)</th>
<th>C (INCHES)</th>
<th>D (INCHES)</th>
<th>E (INCHES)</th>
<th>F (INCHES)</th>
<th>WEIGHT (LBS)</th>
<th>IPS CONNECTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1930-15</td>
<td>5.00</td>
<td>6.84</td>
<td>3.25</td>
<td>3.30</td>
<td>1.90</td>
<td>2.38</td>
<td>1.15</td>
<td>1 1/2&quot; IPS HUB &amp; 2&quot; IPS SPIGOT</td>
</tr>
<tr>
<td>1930-20</td>
<td>5.69</td>
<td>7.02</td>
<td>3.25</td>
<td>3.30</td>
<td>2.38</td>
<td>2.85</td>
<td>1.35</td>
<td>2&quot; IPS HUB &amp; 2 1/2&quot; IPS SPIGOT</td>
</tr>
</tbody>
</table>

---

851 N. Harvard Avenue  
Lindsay, CA 93247  
800-726-1994  
Visit ndspro.com for specs, detail drawings, and case studies  

NDS  
WE PUT WATER IN ITS PLACE