
Body part number

galv. rails Channel type Slope E1 (Min.) E2 (Max.) GPM *) LPS *) CFS *) Lbs Kg

⃝ 10410200 100/0 0 % 47.6 3.0 0.11 28.66 13.0

⃝ 10410261 100/5-0 0 % 69.7 4.4 0.16 35.49 16.1

⃝ 10410262 100/10-0 0 % 95.1 6.0 0.21 41.23 18.7

⃝ 10410201 100/1 0.5 % 29.54 13.4

⃝ 10410202 100/2 0.5 % 31.08 14.1

⃝ 10410203 100/3 0.5 % 32.63 14.8

⃝ 10410204 100/4 0.5 % 33.95 15.4

⃝ 10410205 100/5 0.5 % 35.05 15.9

⃝ 10410206 100/6 0.5 % 36.16 16.4

⃝ 10410207 100/7 0.5 % 37.04 16.8

⃝ 10410208 100/8 0.5 % 38.36 17.4

⃝ 10410209 100/9 0.5 % 39.68 18.0

⃝ 10410210 100/10 0.5 % 40.79 18.5

Channel body FILCOTEN® tec - V – 100 (4") –  heavy duty series
Overall body depth Maximum flow rate Weight (less grate)

5.31" (135 mm) 5.31" (135 mm)

6.30" (160 mm) 6.30" (160 mm)

7.28" (185 mm) 7.28" (185 mm)

5.31" (135 mm) 5.51" (140 mm)

5.51" (140 mm) 5.71" (145 mm)

5.71" (145 mm) 5.91" (150 mm)

5.91" (150 mm) 6.10" (155 mm)

6.10" (155 mm) 6.30" (160 mm)

6.30" (160 mm) 6.50" (165 mm)

6.50" (165 mm) 6.69" (170 mm)

*) GPM  = Gallons per minute, LPS = Liters per second, CFS = Cubic feet per second

6.69" (170 mm) 6.89" (175 mm)

6.89" (175 mm) 7.09" (180 mm)

7.09" (180 mm) 7.28" (185 mm)


